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USER CATEGORIES SN MEDIA SN
Abbatories Abrasive

Breweries Activated Sludge

Chemical Ind. Cement

Construction | Chicken Feathers

Dredging Coal Washing Water
Environmental Ind. =) Digester Sludge

Food processing Drilling Dust

Hotel Restaurant Fly Ash

Mines Gassy Sludge

Paper Mill Grinding Dust
Petrol-chemical Ind. Ground Water [ |
Power Plant [ ] Harbor Sludge

Quarries Oil Residues

Refineries Potash
Eber Ind. mury Sludge

Sewage Treatment Process Water [ ]
Steel Works Sand, Lime Sludge

Textile Mills Sewage Waste Water | [l
Electronics B Slaughter Waste

Water Authorities = Sludge Circulation
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@® UL certificated cable, shut out water from penetrating
into the motor chamber.

@ Motor protector.

@ Anti-corrosive motor housing: Made of stainless steel,
high resistance to corrosion.

@ High-efficiency motor IP68.

@ Heavy duty deep groove ball bearings.

@ High reliability double mechanical seal

@ Stainless steel base plate, not easy to rust and clogging.

@ Good performance, flow rate and high reliability.

ool LT

@ Drainage of construction cite, engineering,
subway, farming, aqua farm and animal

husbandry......etc.
@ Liquid temperature 0~40°C
@ pH 6~9

@ Max. diameter 6mm
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Consuston L LTS

1 Cable STOW_UL
9 Handle SS 41
15 Motor Cover FC 200 =
16 Seal Cover FC 200 o @
17 Bearing Housing FC 200
18 Bracket FC 200 9
20 Pump Housing FC 200
21 Impeller FC 200 @ @
22 Base Plate FC 200
23 Filter Mesh SUS 304
25 Mechanical Seal CA/CE @ @
26 QOil Seal NBR @ %%
54 Shaft SUS 410 1 i @
57 Motor Casing SUS 304 1
Motor IP68, Insulation Class F, 2 Pole @ 7 @
%
Note: 1. The cable material of single phase is SUTOW, three phase 00000|
is STOW. We also offer HO7RNF for option. I
2. The handle material of‘ SN-04, SN-C!7 are Nylon 66. @ @
3. the motor cover material of SN-04 is Nyloon 66.
specicationt T 1
Stand Output Head Capacity Dimension (mm)
Model e BT kW M LPM A A1 A2 D H H1 H2 H3
SN-04-50 T 1/2 0.4 6 200 221 71 115 141 373 260 76 97
SN-07-50 T 1 0.75 8 220 221 7] 115 147 428 304 76 97
SN-07-50/80 1 0.75 8 220 330 86 193 173 451 327 99 155
SN-15-50/80 2 1.5 12 400 403 103 250 212 536 388 110 164
SN-15H-50 2 1.5 17 250 403 103 250 212 536 388 110 164
SN-22-50/80 3 22 15 400 403 103 250 212 556 408 110 164
SN-22H-50 3 2.2 20 300 403 103 250 212 556 408 110 164
SN-37-80/100 5 3.7 19 500 463 110 260 227 605 440 132 215
SN-55-80/100 5 5.5 25 600 463 110 260 227 645 480 132 215

Note: 1. The height of 2Hp, single phase is 576mm.
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